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pMs series
 ∅16 - ∅25

mını Cylınder

Possıble for rePaır and 
Changıng seals, beCause of 
sCrewed Covers

special cylinders general ınformaTıon

Working Fluid : 
filtered and lubricated air

Operating temperature range: 
nbr  : (-30°C) - (+105°C)

viton (fKm) : (-30°C) - (+180°C)

Max. Work pressure: 
10 bar

example of order: 

Variants FrOM standard systeM:

r1: stainless steel Piston rod (ss 304-ss 316) 
r4: stainless steel nut for Piston rod (ss 304) 
r5: Piston rod as CK45 (hard Chrome Plated) 
m1: extended male Piston rod Thread 
m2: female Piston rod Thread 
m3: special Piston rod Thread 
m4: extended Piston rod 
e2:  stainless steel Cylinder Covers (ss 304-ss316) 
K1: seals for max. 150ºC (viton) 
K3: seals nbr 
K4: Piston rod seal viton 

Force: 

 Pms-d 25-0100 r1 K4 

 Product Code  Cylinder ∅ variants from
  stroke standard system

pMs: double aCTıng Cylınder

pMs-d: double aCTıng Cylınder
wıTh double rod

  Cylinder Rod Thrust and traction forces (6 Bar) 

  Ø mm ∅ mm Thrust Force(N)  Traction Force (N)
   

   16 8 105 88 
  

  20 8 165 141 

  25 10 266 219

eloxal
plated cover

ss 420
pıston rod
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pMs 
∅16 - ∅25

special cylinders Cylınder dımensıons
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  Cylinder A B C C1 C2 D D1 D2 D3 D4 D5 D6 L L1 L2 L10 L11 SW SW1 * 
Ø mm       Ø  Ø    Ø               
  16 25 15 22 18 12 8 M8 20 M20x1.5 27 27 6 74 7 2 106 138 7 27 G1/8’’

  20 25 15 22 22 12 8 M8 25 M20x1.5 27 27 6 72 10 2 104 136 7 27 G1/8’’
  25 24 18 24 24 16 10 M10 30 M22x1.5 30 27 8 67 14 2 97 127 9 27 G1/8’’
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L10+Stroke

L+Stroke

L11+(2xStroke)




